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	You want to connect two PCs and a web server on a local network. To test your network, you will create a prototype using Packet Tracer.
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	Step 1
Select Wireless Devices and add a Linksys router to the network.
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Select Wireless Devices and add a Linksys router to the network.
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	Step 2 
Select End devices and add two PCs to your network.
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Select End devices and add two PCs to your network.
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	Step 3
Add a server to your network.
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Add a server to your network.
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	Step  4
Select Connections and add straight-through cables to connect each device to the Linksys router.
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	Step 5
Select each device and assign a default gateway, an IP address and a subnet mask. Each device will have an IP address on the same network.
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	The PC0 window opens
	The PC0 window opens
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	Click the Close button
	Click the Close button
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	The PC1 window opens
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	Click the Close button
	Click the Close button
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	The Server0 window opens
	The Server0 window opens
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	Click the Close button
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	Step 6
To test connectivity among the devices, we will do a ping in simulation mode.
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	Step 7
In simulation mode, select the envelope and click on the source PC.
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	Step 8
Drag the envelope and click on the destination PC.
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Drag the envelope and click on the destination PC.
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	Step 9
Select Auto Capture/Play to view the flow of the ping traffic.
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	Step 10
Save the file for future reference and documentation.
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	Click the Save button
	Click the Save button
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	This is the end of the tutorial
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